Is the Schoharie Really that Scary? by Campedelli, Antonio et al.
Poster	Print	Size:	
This	poster	template	is	36”	high	by	
48”	wide.	It	can	be	used	to	print	any	
poster	with	a	3:4	aspect	ratio.	
Placeholders:	
The	various	elements	included	in	
this	poster	are	ones	we	often	see	in	
medical,	research,	and	scientific	
posters.	Feel	free	to	edit,	move,		
add,	and	delete	items,	or	change	
the	layout	to	suit	your	needs.	
Always	check	with	your	conference	
organizer	for	specific	requirements.	
Image	Quality:	
You	can	place	digital	photos	or	logo	
art	in	your	poster	file	by	selecting	
the	Insert,	Picture	command,	or	by	
using	standard	copy	&	paste.	For	
best	results,	all	graphic	elements	
should	be	at	least	150-200	pixels	
per	inch	in	their	final	printed	size.	
For	instance,	a	1600	x	1200	pixel	
photo	will	usually	look	fine	up	to	
8“-10”	wide	on	your	printed	poster.	
To	preview	the	print	quality	of	
images,	select	a	magnification	of	
100%	when	previewing	your	poster.	
This	will	give	you	a	good	idea	of	
what	it	will	look	like	in	print.	If	you	
are	laying	out	a	large	poster	and	
using	half-scale	dimensions,	be	sure	
to	preview	your	graphics	at	200%	to	
see	them	at	their	final	printed	size.	
Please	note	that	graphics	from	
websites	(such	as	the	logo	on	your	
hospital's	or	university's	home	page)	
will	only	be	72dpi	and	not	suitable	
for	printing.	
	
[This	sidebar	area	does	not	print.]	
Change	Color	Theme:	
This	template	is	designed	to	use	the	
built-in	color	themes	in	the	newer	
versions	of	PowerPoint.	
To	change	the	color	theme,	select	
the	Design	tab,	then	select	the	
Colors	drop-down	list.	
	
	
	
	
	
	
	
	
	
The	default	color	theme	for	this	
template	is	“Office”,	so	you	can	
always	return	to	that	after	trying	
some	of	the	alternatives.	
Printing	Your	Poster:	
Once	your	poster	file	is	ready,	visit	
www.genigraphics.com	to	order	a	
high-quality,	affordable	poster	
print.	Every	order	receives	a	free	
design	review	and	we	can	deliver	as	
fast	as	next	business	day	within	the	
US	and	Canada.		
Genigraphics®	has	been	producing	
output	from	PowerPoint®	longer	
than	anyone	in	the	industry;	dating	
back	to	when	we	helped	Microsoft®	
design	the	PowerPoint®	software.		
	
US	and	Canada:		1-800-790-4001	
Email:	info@genigraphics.com	
	
[This	sidebar	area	does	not	print.]	
Is the Schoharie Really that Scary? 
CHM 240, Spring 2018, Union College, Schenectady NY 
Goals 
•  Use analytical methods and a variety of instruments to compare water samples from 
different rivers and creeks within the Capital Region 
•  Determine what is in Union College’s tap water 
Water Samples 
•  Five sources of water were analyzed: Bowman’s Creek (BC), Wilsey Creek (WC), 
Schoharie River (SCH), Mohawk River (MKR) and tap water (TAP) 
•  Water samples BC, WC and SCH were all from the Schoharie River Center 
•  WC and BC are tributaries to the SCH 
•  The samples are expected to  
    contain similar levels of ions 
•  WC is supposed to be a very clean creek 
•  The three Schoharie River samples were  
     compared to the sample from the MKR 
•  SCH is a tributary to the Mohawk River 
•  Expected to see Cl- in MKR due to road                   
salt used in winter [1] 
•  Ca2+ expected in high amounts [2] 
•  Also expected to see trace amounts of metals such as Cu, Sr, Fe [2] 
•  The samples were also compared to tap water from Union College 
•  TAP is known to contain ions and metals 
•  Low levels of Ba and Ca from naturally occurring sources [3] 
•  Chloride from road salt [3] 
•  Cu from galvanized pipes and natural deposits [3]  
•  Zn in water comes from brass fittings [4] 
Techniques 
•  Water samples were analyzed through various techniques 
•  The pH of each of the five water samples were determined from a calibrated pH probe 
•  Concentrations of Cl-  in the five water samples were measured by ion selective 
electrode 
•  The amount of Ca2+.    in each of the five water samples was determined by atomic 
absorption spectrophotometry 
•  Ca2+, Cl- concentrations in each water sample were measured by ion chromatography 
•  Al, Fe, Cu, Sr, Ba, and Zn levels in the water samples were measured by inductively 
coupled plasma - mass spectrometry 
•  Alkalinity concentrations in the samples were determined by total alkalinity titrations 
Introduction 
Methods and Materials 
Results & Discussion 
•  Schoharie River is clean (as hypothesized) 
•  Most of the Schoharie region data gave similar data for 
alkalinity, pH, and calcium concentrations as expected 
•  SCH is low in alkalinity, chloride, and calcium and has a 
normal pH 
•  There was some variance in Al, Fe, and Sr concentrations 
between the Schoharie samples  
•  As predicted, WC yielded low concentrations of all analytes 
of interest, with the exceptions of Al and Fe, which are 
common ground metals 
•  As predicted there were high levels of Cu in the TAP sample, as 
well as Zn and Sr, which is most likely due to brass fittings in the 
pipes 
•  IC was most accurate form of measurment of Cl- concentration [3] 
•  Analyzing Ca2+ concentration by AAS and IC yielded similar 
trends 
•  Predictions for tap water were supported by data 
•  Calcium concentrations (55.7 ppm from working standards 
and 65.9 ppm from IC) were close to Schenectady quality 
report data (53.6 ppm) [3] 
•  Chloride data (see Table 1) were higher than the report 
showed (42.4 ppm) [3] 
•  Concentration of Cu determined by ICP-MS (450 ±40 ppb) 
was similar to expected levels (392 ppb)  [3] 
•  Ba levels were higher (49 ±9 ppb) compared to the report 
data (19.0 ppb) [3] 
Conclusions 
pH Analysis 
•  A pH electrode calibrated using pH 4, 7, and 10 buffers was employed to measure 
the pH of the water samples 
•  KNO3 was used as an ionic strength adjuster to increase the conductivity of the 
solution 
 
Chloride Analysis by Ion Selective Electrode (ISE) 
•  Concentrations of Cl- were determined by an ion selective electrode using an 
external calibration curve and standard addition 
•  External calibration curve method: three standard solutions containing 10.0, 50.0, 
and 100.0-ppm Cl- were prepared using 2.0-M KNO3 as the ionic strength adjuster 
(ISA) 
•  Standard addition method: three Cl- test solutions of approximately 10-ppm 
concentration, with potassium nitrate were prepared. This was only done for the TAP 
sample, due to its high ion content. 
 
Calcium Analysis by Atomic Absorption Spectrophotometry (AAS) 
•  Calcium concentration of each sample was determined by AAS 
•  Three working standard solutions with ranges 1-10-ppm Ca2+ were prepared along 
with dilutions from the samples with ranges 1-10-ppm Ca2+ 
•  All water samples were analyzed in triplicate 
 
Total Alkalinity Measurements 
•  100-mL of each water sample was titrated with 0.02-N H2SO4 
•  Total alkalinity was then calculated using the amount of acid needed to reach the 
endpoint of the titration using methyl orange as an indicator 
Anion and Cation Analysis by Ion Chromatography (IC) 
•  Two different instruments were used in the Geology Department at Union College. 
Concentrations of cations were measured using the DX-500 and anions using the 
ICS-2100 
Metal Analysis by Inductively Coupled Plasma - Mass Spectrometry 
•  Concentrations of Al, Fe, Cu, Sr, Ba, and Zn were measured using the Agilent 8900 
ICP-MS in the Geology Department at Union College 
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	 Metal Concentrations (ppb) 
Sample Al Fe Cu Sr Ba Zn 
BC 76 ±6 50 ±4 1.9 ±0.2 70 ±20 12 ±3 0.8 ±0.4 
WC 115 ±6 100 ±10 11 ±4 37 ±3 5.5 ±0.4 3 ±4 
SCH 350 ±10 268 ±9 16.1 ±0.2 48 ±3 18 ±2 2.3 ±0.3 
MKR 180 ±40 140 ±50 1.4 ±0.3 260 ±60 26 ±8 4 ±1 
TAP 6 ±1 6 ±2 450 ±40 500 ±80 49 ±9 150 ±20 
Figure 1. Total Alkalinity of the three water samples from the Schoharie 
Region: Bowman’s Creek, Wilsey Creek and the Schoharie River. 
Figure 2. Total Alkalinity of the Schoharie River compared to tap water and the 
Mohawk River sample. 
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Figure 3. Comparison of pH’s of all five samples taken by two different labs. 
BC and SCH were only analyzed by the Monday/Wednesday lab.  
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Figure  4.  Chloride concentrations of all five water samples determined by 
external calibration.   
Figure 5. Using three working standards, the calcium concentration in all five 
water samples was analyzed in triplicate using AAS. 
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Figure 6. The calcium concentration in all five water samples was also 
determined using IC.  
Table II. Concentrations of various metals in all five samples were 
assessed in triplicate using ICP-MS.  
Chloride Concentration in Tap Water Comparing Standard 
Addition and External Standard Methods 
TAP 
Cl- (ppm) Std. Add. 81.1 
Cl- (ppm) Ext. Std. 87 ±1  
Cl- (ppm) IC Data 74.5 ±0.1 
 
Table I. Concentration of Cl- in TAP samples were assessed by 
standard addition, external standards and ion chromatography 
Antonio Campedelli, Matthew Cullen, Anna Mahony 
•  SCH is much higher in Al and Fe than WC and BC 
•  There is a lot of Cu, Sr and Zn in TAP 
•  Zn and Cu are due to galvanized water pipes and brass fittings 
•  MKR had high levels of Al, Fe and Sr, but not as high as other 
samples 
•  The absolute error was inconsistent from run to run 
•  Group 2 metals tend to behave similarly so their trends are similar 
•  TAP had the highest calcium content (55.70 ±0.01 ppm determined by AAS, and 65.80 ±0.03 ppm determined by 
IC) 
•  All concentrations determined by IC were systematically higher than those determined by AAS 
•  pH’s are all above 7 (except WC pH from M/W lab) 
•  pH’s are all relatively similar  
•  TAP had the highest chloride content (73 ppm). BC also had 
a relatively high Cl- concentration (42 ppm) compared to the 
rest. 
•  Bowman’s Creek, Wilsey Creek and the Schoharie River all had relatively similar alkalinity values, ranging from about 36 to 52 ppm. 
•  Mohawk River had a much higher alkalinity (160 ppm) than both tap water (80 ppm) and the Schoharie samples. 
•  Performed Grubbs test and found that one data point failed and 
was determined to be an outlier thus Cl- is the average of two 
data points 
•  There is variation between determined Cl- content from the three 
methods 
•  It was expected that standard addition would show a lower 
concentration than external standards because it accounts for 
interfering ions that would contribute to signal in Ext. Std. 
Map of Sampling Locations 
0 
20 
40 
60 
80 
100 
120 
140 
160 
180 
BC WC SCH 
A
lk
al
in
ity
 (p
pm
) 
Water Samples from Schoharie 
0 
20 
40 
60 
80 
100 
120 
140 
160 
180 
SCH MKR TAP 
A
lk
al
in
ity
 (p
pm
) 
Water Samples from Greater Schenectady Area 
0 
10 
20 
30 
40 
50 
60 
70 
BC WC SCH MKR TAP 
C
on
ce
nt
ra
tio
n 
(p
pm
) 
Water Samples 
References 
1.  Godwin, K S, et al. “Long-Term Trends in Sodium and Chloride in the Mohawk 
River, New York: the Effect of Fifty Years of Road-Salt Application.” Advances 
in Pediatrics., U.S. National Library of Medicine, 2003 
2.  “Mohawk River Watershed Management Plan.” Mohawk River Watershed 
Coalition. March 2015. 
http://mohawkriver.org/wp-content/uploads/2015/03/
MohawkWatershedMgmtPlan_Mar2015_Final_r.pdf 
3.  “Annual Drinking Water Quality Report.” City of Schenectady, Department of 
Water, 2017, www.cityofschenectady.com/ArchiveCenter/ViewFile/Item/628. 
4.  “Brass Corrosion and Corrosion Scales.” University of Cincinnati, 
homepages.uc.edu/~maynarjb/Frontpage sites/603/GeochemWater/
Brass_corrosion.html. 
